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CIMBRIA HEID GmbH

GRAVITY SEPARATOR—ELECTRO-MECHANICAL ADJUSTMENT

ADVANTAGES

+ EASY TO OPERATE

+  AUTOMATIC START/STOP

+  PRESET VALUES FOR DIFFERENT
PRODUCTS (RECIPE-DATABASE)

+  SERVICE-MANAGEMENT
(REMINDERS AND SPARE PART
CATALOGUES, USER MANUAL)

+ CENTRAL CONTROL EQUIPPED
WITH A CAN-BUS INTERFACE
(OPTION)

.. inclination sensor
.. linear drives for adjustment of table air zones

.. geared motors for inclination adjustment

.. touch panel for control and process overview, service, etc.
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GRAVITY SEPARATOR—ELECTRO-MECHANICAL ADJUSTMENT

OVERVIEW AUTOMATIC—START/STOP

M esy GA aktueller Modus 15.10.15 PRSI GA  Actual Mode 08/13/14
= 12:45:53 q9:31:
C(S-'.I.-’?')» Aktuelles Fenster Cimbria_Heid c(qug)B MainPicture ‘g‘ild‘,,.ziAM
Aktuelles Rezept  [TEST T — (——
Start
Q Stop Start I
®
| Automatic
= Manual — .
@ | O ¥ | W | W _|_AR] | _0 | X | ¥ | | AR |

SETTINGS & RECIPIES SERVICE WINDOW

ot GA  Actual Mode 08/13/14 St GA  Actual Mode 10/15/15
(=1 » 09:34:48 AM C (=4 » 12:51:52 PM
C(s"g_) Settings i (f"'l'?_) MainPicture admin
T Actual Recipe Service interval 1 elapsed
Eccentric drive fan Air flap 1 A flap 2 i i o | feeder Hour counter 0
inclination inclination
l p.cEA I 0.0 % I 0% I 03 I 0.0 l 0.0 = | 0.0 %
+ + + + + + + V Intervall 1 elapsed Intervall 2 elapsed Intervall 3 elapsed
Show info | Show info | Show infa |
Finished | Finished | Finished |

| 0.0 % | 0.0 % | 0.0 % | 0.0 % | 0.0 © | 0.0 = | 0.0 %




